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Pressure Regulation

Continual operating 
pressure of 3.1 bar; 310 kPa

PGP ULTRA / I-20 / 
PRB NOZZLES

Blue Standard /  
Grey Low-Angle 
(P/N 7829 0 0)

Flat-top noz zle for  
easy inser tion coupled 
with a headed slot ted 
adjus tment screw for 
quick radius adjus tment 
with a Hunter Wrench or 
a flat-blade screwdriver.

PGP ULTRA / I-20 / PRB BLUE STANDARD NOZZLE  
PERFORMANCE DATA

Nozzle Pressure Radius Flow Precip mm/hr 
             bar kPa m m3/hr l/min

1.5              
1.7 1 7 0 8.8 0.27 4.5 7 8

2.0 200 9.1 0.29 4.8 7 8

Blue 2.5 250 9.4 0.32 5.4 7 8

3.0 300 9.8 0.35 5.9 7 9

3.5 350 9.8 0.38 6.4 8 9

4.0 400 9.8 0.41 6.8 9 10
4.5 450 9.4 0.43 7.2 10 11

2.0 
1.7 1 7 0 10.1 0.32 5.4 6 7

2.0 200 10.1 0.35 5.8 7 8

Blue 2.5 250 10.1 0.39 6.5 8 9

3.0 300 10.4 0.43 7.2 8 9

3.5 350 10.4 0.47 7.8 9 10

4.0 400 10.4 0.50 8.3 9 11
4.5 450 10.4 0.53 8.8 10 11

2.5              
1.7 1 7 0 10.1 0.39 6.6 8 9

2.0 200 10.4 0.43 7.1 8 9

Blue 2.5 250 10.7 0.48 8.0 8 10

3.0 300 10.7 0.54 8.9 9 11

3.5 350 10.7 0.58 9.7 10 12

4.0 400 10.7 0.62 10.4 11 13
4.5 450 10.7 0.66 11.1 12 13

3.0 
1.7 1 7 0 10.7 0.50 8.4 9 10

2.0 200 10.7 0.54 9.1 10 11

Blue 2.5 250 11.0 0.61 10.2 10 12

3.0 300 11.6 0.68 11.4 10 12

3.5 350 11.9 0.74 12.3 10 12

4.0 400 11.9 0.79 13.2 11 13
4.5 450 11.9 0.84 14.0 12 14

4.0              
1.7 1 7 0 11.3 0.68 11.3 11 12

2.0 200 11.6 0.73 12.2 11 13

Blue 2.5 250 11.9 0.81 13.6 12 13

3.0 300 12.2 0.90 15.0 12 14

3.5 350 12.2 0.97 16.2 13 15

4.0 400 12.5 1.04 17.3 13 15
4.5 450 12.5 1.10 18.3 14 16

5.0 
1.7 1 7 0 11.3 0.84 14.0 13 15

2.0 200 11.6 0.91 15.2 14 16

Blue 2.5 250 11.9 1.02 17.1 15 17

3.0 300 12.8 1.14 19.0 14 16

3.5 350 12.8 1.24 20.6 15 17

4.0 400 12.8 1.32 22.1 16 19
4.5 450 12.8 1.41 23.4 17 20

6.0              
1.7 1 7 0 11.6 1.01 16.8 15 17

2.0 200 11.9 1.09 18.2 15 18

Blue 2.5 250 12.2 1.22 20.4 16 19

3.0 300 13.1 1.36 22.7 16 18

3.5 350 13.1 1.47 24.5 17 20

4.0 400 13.4 1.57 26.2 18 20
4.5 450 13.4 1.67 27.9 19 21

8.0 
1.7 1 7 0 11.3 1.35 22.5 21 25

2.0 200 11.9 1.46 24.3 21 24

Blue 2.5 250 12.5 1.63 27.2 21 24

3.0 300 13.4 1.81 30.2 20 23

3.5 350 13.7 1.95 32.6 21 24

4.0 400 14.0 2.09 34.8 21 25
4.5 450 14.0 2.22 36.9 23 26

Note:
All precipit ation r ates are calculated for 18 0 ° op er ation. For the 
precipit ation r ate of a 36 0 ° sprinkler, divide by 2.

PGP ULTRA / I-20 / PRB GREY LOW-ANGLE  
NOZZLE PERFORMANCE DATA

Nozzle Pressure Radius Flow Precip mm/hr 
             bar kPa m m3/hr l/min

2.0
LA

1.7 1 7 0 7.3 0.33 5.6 12 14
2.0 200 7.6 0.36 6.0 12 14

2.5 250 7.9 0.40 6.7 13 15

Grey 3.0 300 8.2 0.45 7.4 13 15

3.5 350 8.5 0.48 8.0 13 15

4.0 400 8.8 0.52 8.6 13 15
4.5 450 9.1 0.55 9.1 13 15

2.5
LA

1.7 1 7 0 7.9 0.44 7.3 14 16
2.0 200 8.2 0.47 7.9 14 16

2.5 250 8.8 0.53 8.8 14 16

Grey 3.0 300 9.4 0.59 9.8 13 15

3.5 350 10.1 0.64 10.6 13 15

4.0 400 10.4 0.68 11.3 13 15
4.5 450 10.7 0.72 12.0 13 15

3.5
LA

1.7 1 7 0 8.5 0.58 9.7 16 18
2.0 200 8.8 0.62 10.3 16 18

2.5 250 9.1 0.68 11.4 16 19

Grey 3.0 300 10.1 0.75 12.5 15 17

3.5 350 10.7 0.80 13.3 14 16

4.0 400 11.0 0.85 14.1 14 16
4.5 450 11.3 0.89 14.8 14 16

4.5
LA

1.7 1 7 0 8.2 0.71 11.8 21 24
2.0 200 8.8 0.76 12.7 19 23

2.5 250 9.1 0.84 14.1 20 23

Grey 3.0 300 10.1 0.93 15.5 18 21

3.5 350 10.7 1.00 16.6 18 20

4.0 400 11.0 1.06 17.6 18 20
4.5 450 11.3 1.12 18.6 18 20

PR-075

Overall height: 5.7 cm 
Inlet/outlet size: ¾"
For use with all 3/4" inlet 
sprinklers models,  
regulates to 3.1 bar;  
310 kPa

 
I-20-04 Rotor with PRB Body
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