
3MP
Height:  
6.6" (168 mm)
Diameter:  
1.8" (45 mm)
Lamp: MR-11
Finish: BZ, DG, WI,  
SB, FB, FW‡, SV‡

Material: Zinc

3RS
Height:  
6.6" (168 mm)
L Shroud: 7.8" (198 mm)
Diameter: 2.4" (61 mm)
Lamp: MR-16
Finish: BZ, DG, WI, 
SB, FB
Material: Zinc

3MU
Height:  
7.2" (183 mm)
L Shroud: 8.7" (221 mm)
Diameter: 2.2" (56 mm)
Lamp: MR-16
Finish: BZ, DG,  
WI, SB, FB, FW‡, SV‡

Material: Aluminum

3BQ
Length: 24.0" (610 mm)
Diameter:  
Head: 1.8" (45 mm)
Base: 3.6" (94 mm)
LED: 1
Finish: SS
Material: Stainless Steel

3SRP
Length: 10' (3.1 m)  
or 40' (12 m)
LED: Integrated
Material: Silicone

3SRP 
ACCESSORIES
Two Jumper Cables:  
3" (76 mm) and  
6" (152 mm),  
Closed-End Connector, 
and Mounting Clips

3FC + color
Height: LV: 5.1" (130 mm) 
RG: 4.8" (122 mm)  
CW: 6.8" (173 mm) 
GW: 5.7" (145 mm)
Diameter: 4.0" (102 mm) 
LED: 1, 3, 6, 9
Finish: AB, AT, BS, NP‡, BZ, 
DG, WI, SB, FB, FW‡, SV‡ 
Material: Brass

3KG + color
Diameter: 6.1" (155 mm) 
Height: 9.2" (234 mm) 
LED: 3, 6, 9
Finish: AB, AT, BS, NP‡, 
BZ, DG, WI, SB, FB, FW‡ 
Material: Brass or  
Aluminum

3KT + color
Height:  
9.4" (240 mm)
Diameter:  
7.0" (178 mm)
LED: 3
Finish: SS
Material:  
Stainless Steel
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3C-UL
Height: 6.5" (165 mm)
Diameter: 2.4" (61 mm)
Lamp: MR-16
Finish: AB
Material: Brass

3LR
Height: 8.3" (211 mm)
Diameter: 2.5" (64 mm)
Lamp: MR-16
Finish: CU, NP‡

Material: Copper/Brass

3LO
Height: 8.4" (213 mm)
Diameter: 2.3" (57 mm)
Lamp: MR-16
Finish: BS, NP‡

Material: Brass

3WS
Height: 6.4" (163 mm)
Width: 4.0" (102 mm) 
Lamp: G4
Finish: BZ, DG, WI, 
SB, FB
Material: Aluminum

3RL
Height:  
6.0" (153 mm)
Diameter:  
4.0" (102 mm) 
Lamp: G4
Finish: CU, NP‡, BZ, DG, 
WI, SB, FB, FW‡, SV‡

Material: Copper/Brass

3C-WW/C-WWL
Height: 6.5" (165 mm)
Width:  
C-WW: 4.0" (102 mm)
C-WWL: 5.4" (137 mm)
Lamp: C-WW: G4; 
C-WWL: MR-16
Finish: AB
Material: Brass

3SP/DL(-A)
Height: 15.6" (396 mm)* 
Diameter:  
SP: 3.6" (92 mm)
DL: 6.3" (159 mm) 
Lamp: G4
Finish: AB, AT, CU, NP‡, BZ, 
DG, WI, SB, FB, FW‡, SV‡

Material: Copper/Brass  
or Aluminum

3PF/DM(-A)
Height: 15.5" (394 mm)* 
Diameter:  
PF: 4.0" (102 mm)
DM: 7.1" (180 mm)
Lamp: G4
Finish: CU, NP‡, BZ, DG,  
WI, SB, FB, FW‡, SV‡

Material: Copper/Brass 
or Aluminum

3SC/CA(-A)
Height: 15.4" (391 mm)* 
Diameter:  
SC: 4.7" (119 mm) 
CA: 7.6" (193 mm)
Lamp: G4
Finish: CU, NP‡, BZ, DG,  
WI, SB, FB, FW‡, SV‡

Material: Copper/Brass  
or Aluminum

In-Grade Lights 6

Specialty Lights 6

Path/Area Lights 6

PF DMSP DL CASC

STANDARD SERIES FIXTURES

Up Lights 6
Long  
Shroud

Long 
Shroud

C-WW

C-WWL

*When specified with a 12'' (300 mm) riser. 
‡ Items in this finish are not returnable.
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Shroud

Angled 
Orientation

Adjustable

Ring (RG)

Ground 
Wash (GW)

Cowling (CW)

Louver (LV)

Long  
Shroud
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